TECNOC:

The art of footwear

/0“\ RIGID COUNTERS
R E L I O N S \}" Two polyester fabric backers
= with PU adhesive

PRODUCT DESCRIPTION

RELION S represents the best value for money and performance. It provides excellent
shape reproduction and retention. It’s produced with polyurethane adhesive and it’s

suitable for all types of footwear.

TECHNICAL DATA

Thickness (mm)

RELION S

S 08 S08 4545 00 000 0,85 + 0,05
S10 S10 4545 00 000 1,00 = 0,05
S12 S12 4545 00 000 1,20 = 0,05

Adhesive 45: extruded PU based adhesive
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INSTRUCTIONS OF USE

Relion S can be used by preheating the material before insertion or placing the cold material between lining and upper.

1) USE WITH PREHEATING
The counter can be heated to 70-80°C on a Teflon’s hot plate that allows optimum control of the temperature. Other heat

sources can also be used as ovens, lamps and hot steam.
As the special polymer compound is not sticky fingers, the operator can manually enter the counter between upper and

lining without any problem. The counter is then glued and formed with a backpart moulding machine. What optimum

working conditions suggest:
- Temperature of the form: from 110°C to 130°C depending on the nature of lining and upper used (natural or synthetic).

« Minimum effective interface temperature: 95°C.
- Contact time: from 10 to 15 seconds (high operating temperatures allow contact times reduced and vice versa).

2) USE WITHOUT PREHEATING
The material is placed between lining and upper and formed using a backpart moulding machine. We recommend the

following working conditions:
- Temperature of the shape: 140-150°C depending on the nature of lining and upper used (natural or synthetic).

« Minimum effective interface temperature: 95°C.
- Contact time: from 10 to 15 seconds (high operating temperatures allow contact times reduced and vice versa).

In case of backpart moulding machine with two positions, the subsequent cold stabilization allows to obtain a
counter perfectly shaped.

ATTENTION:
the application of other adhesives should be avoided, as it can affect the adhesion proprieties of the material.
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BENEFITS

Ping-pong effect

Highly moldable

Produced with
Recycled scraps

RECOMMENDED FOR

Sneakers

Boots

Point shoes

Decollete
shoes

Casual shoes
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