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SOFT TOE PUFF 
With EVA Adhesive

TECHNICAL DATA

VELVET is a brand of materials based on cotton fabric for soft and flexible toe puffs. VELVET products 
have an amazing soft touch, due to sanding process. Furthermore excellent elongation and mouldability 
allows the use even on very specific forms.

VEVET materials are available with or without adhesive on one or two sides, coated with EVA based 
thermoadhesive.

For uncoated products we suggest to spread neoprene or rubber latex on upper, toe-puff or lining, giving a little pressure.

Coated toe puff is applied by a special pneumatic pressing machine, equipped with heated curved plate, timer and 
thermostat.

 
Advisable working condition:

• Temperature of the form: from 120°C to 150°C depending on the nature of lining and upper used (natural or synthetic).

• Minimum effective interface temperature: 95°C.

• Contact time: from 06 to 12 seconds (high operating temperatures allow contact times reduced and vice versa).

Lasting 
The heat activation of the toe puff and upper is recommended. 
Temperature 100°C from 5 to 15 sec. 

We recommend you to carry out a preliminary bonding test as the conditions of application may vary depending on the 
characteristics of the upper.


ATTENTION: the application of other adhesives should be avoided, as it can affect the adhesion proprieties of the 
material. 

INSTRUCTIONS OF USE

PRODUCT 
CHARACTERISTICS

BENEFITS

RECOMMENDED FOR

MADE WITH RENEWABLE ENERGY.

EXTRA elongation

Soft touch

Highly moldable

PRODUCT DESCRIPTION

Point shoes
Soft shoes

EV
A

MADE IN ITALY
This Statement has been released on request, on the 
basis of our best actual knowledge

RIGIDITY

SOFT RIGID

SHAPE RETENTION

MIN MAX

WORKABILITY

MIN MAX

MIN MAX

RESILIENCE

Decollete’
Men shoes

www.tecnogi.com         -         TECNOGI S.p.A. - Via del Vallo 7 - 28071 Borgolavezzaro (NO) - Italy        -        export@tecnogi.comwww.tecnogi.com         -         TECNOGI S.p.A. - Via del Vallo 7 - 28071 Borgolavezzaro (NO) - Italy        -        export@tecnogi.com

EM 02 08/11/2024

VEGAN FRIENDLY

VELVET Code Thickness (mm) Cutting direction

J05 J05 0000 00 000 0,50 ± 0,05

J07 J07 0000 00 000 0,70 ± 0,05

J09 J09 0000 00 000 0,90 ± 0,05

Available versions without adhesive coating
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100

VELVET Code Thickness (mm) Cutting direction

J05 TAG1 J05 5500 00 000 0,55 ± 0,05

J07 TAG1 J07 5500 00 000 0,75 ± 0,05

J09 TAG1 J09 5500 00 000 0,95 ± 0,05

Adhesive 55: extruded EVA based adhesive

Also available with double-sided coating, the thickness increases by 0.05 mm.
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